
BUCHER GRAPE PRESSES 
 

APPROXIMATE TANK CAPACITY 
U S Tons 

 
Press  Whole  Mechanically Direct   Crushed and Fermented 

Cluster    Harvested Crushed Drained    Reds 
 
X-Pro 5    .3         .7      1.0      1.3      2.0 
X-Pro 8    .6       1.1      1.4      1.7      2.6 
RPF 15  1.2       2.0      2.3      3.0      4.5 
XPF 22  1.8       2.9      3.4      4.4      6.6 
XPF 30  2.4       3.9      4.7      6.0      9.0 
XPF 40  3.2       5.2      6.2      8.0    12.0 
XPF 50  4.0       6.5      7.8    10.0    15.0 
XPF 62  5.0       8.0      9.7    12.5    18.6 
XPF 80  6.4     10.4    12.4    16.0    24.0 
Xpert 100  8.0     13.0    15.5    20.0    30.0 
Xpert 150       12.0     19.5    23.3    30.0    45.0 
Xpert 250       20.0     32.5    38.8    50.0    75.0 
Xpert 320       25.6     41.6    49.6    64.0    96.0 
Xpert 450       36.0     58.5    69.8    90.0  135.0 
 
JLB 5            Min Capacity .2 Tons   Max Capacity 1.50 
JLB 12  Min Capacity .8 Tons  Max Capacity 3.25 
JLB 20  Min Capacity 2.25 Tons Max Capacity 6.0 Tons 
 
Please note:  These are total tank capacities.  They represent the maximum capacity of the tank.  Bucher 
Vaslin recommends filling the tanks only about 80% full.  Therefore, recommended tank capacities might 
be 20% less than tabulated. 


