














Axial filling — Manual valve

Three-dimensional
draining system

Inertys® process

Distributed by:

Non-contractual document; the maker reserves the

right to modify it without prior notice.
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Overall dimensions and technical characteristics
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1220 1621 1

1450 1630 1

1680 1760 1

2400 1960 lor2

2660 1960 1

2870 2150 lor2

*As a guide, variable according to vine variety, maturity and filling conditions.

Options

« XPlus 22 / 30/ 40 with wide central opening provided with two manual, sliding, non-watertight doors.

« Axial filling. Pneumatic stainless steel control knife valve (XPlus 50 / 62 / 80) or manual valve for axial filling
connection.

« Pump control for must level detection (pump not supplied).

- Electro-polishing of slotted channels.

» Three-dimensional draining system.

+ 4 braked wheels (XPlus 22 /30 / 40 / 50) - Extension legs for press installation set on floor.

* Motorized wheels.

« Rear sliding on wheels or lateral-sliding juice trough (XPlus 22 / 30 / 40).

+ High pressure washer for cleaning with washing gun (XPlus 22 / 30 / 40).

+ Organ® programming

» Bucher Inertys - Process of pressing under inert gas with gas recycling.

Peace of mind - The Bucher Vaslin guarantee
Alocal customer service is assured by Bucher Vaslin’s worldwide network of approved agents.
The company itself manufactures all of its products.
E& Bucher Vaslin, the world’s leading wine press manufacturer, keeps its stock of spares for 20
Al years. The EC marking testifies that presses comply with European directives.
T Bucher Vaslin S.A. is an 1SO 9001: 2000 company registered through AFAQ (Agence Francaise
pour 'Assurance Qualité).

Bucher Vaslin

Rue Gaston Bernier - BP 70028
F-49290 Chalonnes sur Loire

Tel. +33 (0)2 41 74 50 50

Fax+33(0)2 41 74 50 51

E-mail: commercial@buchervaslin.com

www.buchervaslin.com
Your success is our priority
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